
Plant capacity is at an all time 
high. Our sales team is helping 
our customers keep time 
constraints realistic and on-
time. Continued commitment to 
on-time delivery means that you 
get the service you deserve. 

Employee Spotlight
Ed Martin
Fitter/Welder
Ed is one of our up 
and coming fitters 
working towards a 

full time fitting position on one of 
our key product lines.

Bob Swim
Installer
A 35 year team 
member at Craig, 
Bob is a wealth of 

knowledge and experience. Bob 
is a committed family man and a 
seasoned veteran of the facility. 

Mike McIntosh
Designer/Draftsman
Mike has been with 
Craig for 8 years and 
is our resident 

excavator attachment specialist. 
The Tilt Ditching Bucket 
improvements shown in this 
newsletter are a direct result of 
Mike's hard work.
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WA- 600: Rock Wrangler

This beast is working in a marble quarry facility in Nova Scotia. Working 
closely with our dealer to create a custom set of attachments for this 
application we were able to provide a Rock Bucket, Rock Fork and a 
Hydraulic Quik Key Coupler for maximum flexibility.

Since this monster routinely handles marble slabs in the 10,000lbs range 
our engineers made sure that the care we put into all of our custom 
attachments is second-to-none.

Shown in the photo above are Aaron Clark (Craig Eastern Canada 
Territory Manager), Corey Meyers (Wilson Equipment Sales Rep), and 
Joey McNeil (McLeod Resources Operator)

If you have any questions or would like to find out more please call 1-
800-565-5007 or email sales@craigattachments.com

New Design Innovations: Tilt Ditching Bucket

Each month on average the Craig 
Welding shop uses 2,000lbs of welding 
wire. How many feet of wire does this 
equal:

1. 150,000 feet
2. 250,000 feet
3. 350,000 feet
4. 450,000 feet

Send your answer to: 
newsletter@craigattachments.com If 
your answer is correct your name will be 
entered to win a Craig golf shirt at the 
end of the month.

After months of continuous innovation we are pleased to announce our 
generation-7 Hydraulic Angling Ditching Bucket. Working closely with our 
dealers we've made a great design even better

Cylinder shafts protected through full 45° rotation
Fully boxed and gusseted top hinge uses a dual-pin design to 
keep maximum break-out force
Tapered bucket shell and smooth contour for exceptional grading 
accuracy
100 Brinell plate structure with 400 Brinell plate wear components

When you need professional heavy equipment service call 1-800-565-
5007 or email sales@craigattachments.com

42 yard WCU Goes To Work in Fort Fairfield, ME

SEE THE VIDEO HERE

Some of you will remember this blade in construction when it was 
featured in our January '08 newsletter. We're now happy to show you the 
blade in use at the Boralex woodchip generating plant in Fort Fairfield, 
Maine.

Craig sent sales and marketing representatives to speak with the 
operators of this behemoth and found out that they really like the 
setup. With 42 yards of carrying capacity they can stack an entire truck 
load of chips in only two passes. On top of that, when the blade is 
angled forward for dozing below grade, it rolls the chips rather than 
pushing them which helps loosen the fuel before being loaded into 
the hopper. Great visibility and a clean moldboard design complete the 
package.

This custom solution was the result of careful communication and 
cooperation between the OEM, the dealer, and Craig. Working together 
has made this end-user's requirements a success.

To find out how Craig can partner with you on your next custom project 
call
1-800-565-5007 or email sales@craigattachments.com
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